
STATE ÓF UTAH FORM 3
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MI AMENDED REPORT O
(highlight changes)

5. MINERALLEASE NO: 6. SURFACE:APPLICATION FOR PERMITTO DRILL ML39865 - State
7. IF INDIAN,ALLOTTEEOR TRIBE NAME:

1A. TYPE OF WORio DRILL REENTER DEEPEN N/A
8. UNITor CA AGREEMENT NAME:

B. TYPE OF WELL: OIL GAS OTHER SINGLE ZONE MULTIPLEZONE Drunkards Wash
2. NAMEOF OÚERATOR: 9. WELL NAMEandNUMBER:

ConocoPhillips Company Utah 1-1131X
3. ADDRESS OF ÓPERATOR: PHÖNËNUMBER: 10. FIELDANOPOOL, OR WILDCAT:
P.O. 51810 civv Midland STATE TX 79710 (432) 688-6943 Drunkards Wash
4. LOCATIÓNOF WELL(FOOTAGES) 11. ÓTRIQTP, SECTION, T0WNSHIP, RANGE,

ATSURFACE: 2105.89 FNL & 8 . SEN 5 E
SMER lAN:

1 15S 9E
AT PROPOSED PRODUCING ZONE: Same as above . ¡ ¡ o EFSF

14. D1STANCEIN MILESAND DIRECÍlON FROM NEAREST TÓWN OR POST OFFICE: 12. COUNTY: 13. STATE:

3.0 milessouthwest of Price, Utah Carbon UTAH

15. DISTANCE TO NEAREST PROPERTY OR LEASE LINE(FEET) 16. NUMBEROF ACRES IN LEASE: 17. NJMBER OF ACRES ASSIGNED TO TH1SWELL:

548 160 N/A Unit
18. DISTANCE TO NEAREST WELL (DRILLING,COMPLETED, OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION:

APPLIED FOR) ON THIS LEASE (FEET)

1600' 2,825 Statewide
21. ELEVATIONS(SHOW WHETHER DF, RT, GR, ETC.): 22. APPROXIMATE DAÏE WORK WILLSTART: 23. ESTIMATEDDURATION:

5735.2 GL 9/15/2008

24. PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HOLE CASING SIZE, GRADE, ANDWElGHT PER FOOT SETTING DEPTH CEMENT TYPE, QUANTlTY,YlELD, AND SLURRY WEIGHT

14 3/4" 13 3/8" H40 40.5# 60

11" 8 5/8" J55 24# 400 175 sxs 'G'+ 2% CC + 1/4 pps D130 15.8.ppg/1.g cu ft/sxs
7 7/8" 5 1/2" M80 17# 2,825 Lead: 140 sxs Litecr +

.5% D65 g D46 + .15°Ag
.2% D53

.1% D13 (9.9 ppg/2.g Tail w/165 sg 50/50 Poz G .2% D20

.2% D65 +
.1% D46 +

.2% D167 +
.125 pps DB

(14.1 ppg/1.3 cu ft/sk)

25. ATTACHMENTS

VERlFY THE FOLLOWINGARE ATTACHED INACCORDANCE WTH THE UTAHO1LAND GAS CONSERVATION GENERAL RULES:

O WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENG1NEER COMPLETE DRILLINGPLAN

O EVIDENCE OF DIVISlON OF WATER RIGHTS APPROVAL FOR USE OF WATER FORM 5, IF ÓPERATOR 1SPERSON OR COMPANYOTHER THANTHE LEASE OWNER

NAME(PLEASE PRINT) Don William
.,

TITLE Sr. Regulatory Specialist

SIGNATURE DATE 9/30/2008

(This space for State use only) OMalonof
RECEIVED

API NUMBERASSIGNED: PROVAL

Oste: DCIO22008
(11/2001) ( ruct Re DIVOFOlL,GAS&



n n i Locatf on:
U ŒSE The well location was determined using a Trimble 5700

(N89°44'W
- 2504.04') (N89°41'W

- 2655.18') he os f or GPS Measured.

GLO Bearing:
The Bearings indicated are per the recorded plat obtained

o from the U.S. Land Office.
to

LOT A LOT 3 LOT 2 LOT I
n Basis of Reva,tion:

Basis of Elevationof 5822' being at the Southwest Section
Corner of Section 1, Township 15 South, Range 9 East
Salt Lake Base and Meridion, os shown on the Price Q'ugdrangle
7.5 minute series map.

U_Til. Descriotion of Location:

O N &37777 Proposed' Drill Hole located in the SE/4 NE/4 of Section 1,
E 512405 T15S, RGE, S.L.B.&M., being 3199.18' North and 805.80' West

i , from the Southeast Section Corner of Section 1, T15S, RSE,
805.80 Salt Lake Base & Meridian.

--O

UTAH#l-Il31X Surveyor's Certifica,te:
ELEv. 5735.2, I, Kay B Campbell, a Profeasional Land Surveyor, holding

Certificate 6385290 State of Utah, do hereby certify that
the information on this drawing is a true and occurate
survey based on dato of record and was conducted under
my personal direction and supervision as shown hereon.

No. 6386290
Kay B. Campbe

TALON RESOURCES, INC.
415Norm400Entf.O.Box1230

nunung..,mma
Phone(435)687•5HOFax(US)R7.SH

ELEV. 5822.0' NS9°17W
- 2670.36') (NS9°3 'W 2529.78'

Legend (NS9°48'54"E
- 520L35' I ConocoPhilüps Company

Drill Hole Locotion UTAH #1-1131X
NOTES: section1, Tiss, RSE, s.LB.&Ma

Metal Cop (Found) 1. UTMand Latitude Longitude Coordinates Carbon County, Uigh
are derived using a PS Pathfinder and are

Brass Cap (Searched for, but not found) shown in NAD 27 Datum• N. VICH L B.C.

coloulatedcomer GRAPHIC SCALE jg,eg
( ) GLO

39*33'05.048"N !"'"Il0°5P20.225'W ( IN FErf ) 1 = 1000'

GPS Measured i I Inok - tooo it ,,, y , a
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EXHIBIT"D"
DRILLING PROGRAM

Attached to Form 3
ConocoPhillips Company
Utah 1-1131X
2105.89 FNL & 805.80 FEL
SENgof 1-15S-9E
CarbolmCounty, Utah

1. The Surface Geologic Formation

Mancos Shale

2. Estimated Tops of Important Geologic Markers

Blue Gate Shale Top 1932

3. Projected Gas & H2O zones (Ferron Formation)

Coals and sandstones 1951-2066

No groundwater is expected to be encountered.

Casing & cementing will be done to protect potentially productive hydrocarbons,
lost circulation zones, abnormal pressure zones, and prospectively valuable
mineral deposits.

All indications of usable water will be reported.

Surface casing will be tested to 500 psi and Production casing tested to 1500 psi
with a minimum of 1 psilft of the last casing string depth

4. The Proposed Casing and Cementinq Proqrams

Hole Size Casing Size Wt/Ft Grade Joint Depth set
14 ¾ 13 3/8 0-60

40.5 H-40 ST&C

11" 8 5/8" 24 J55
ST&C 0-400'

7 7/8" 5 ½" 17 M80 LT&C 0-2825
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Cementing Program

The 8 5/8" surface casing will be set with approximately 175 sacks Class G or Type V
cement with 2% CC + ¼ pps D130 mixed at 15.8 ppg (yield =1.16 ft3/Sx). The cement
will be circulated back to surface with 100% excess.

The 5 ½" production casing willbe set and cemented using a single stage cementing
process .

Cement Program: Cement wllead-140 sxs Litecrete +
.5% D65 +

.2% D46 +
.15% D167

+ 2% D53 +
.1% D13 (9.9 ppg/2.36 cu.ft/sx), Tail w/165 sxs 50/50 Poz G + 2% D20 +

.2% D65 +
.1% D46 +

.2% D167 +
.125 pps D130 (14.1 ppg/1.3 cu.ft/sx)

The above cement volumes are approximate and are calculated under the assumption
that a gauge hole will be achieved. If the cement does not return to surface, a cement
bond log will be run to determine the top of cement. In the case where the cement is
below the surface casing shoe, the casing will be perforated and squeeze cemented to
the surface. If the cement is above the surface casing shoe, cement will be one-inched
to the surface.
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The followinqshall be entered in the driller's loq:

1) Blowout preventer pressure tests, including test pressures and results;

2) Blowout preventer tests for proper functioning;

3) Blowout prevention drills conducted;

4) Casing run, including size, grade, weight, and depth set;

5) How the pipe was cemented, including amount of cement, type, whether
cement circulated, location of the cementing tools, etc.;

6) Waiting on cement time for each casing string;

7) Casing pressure tests after cementing, including test pressures and
results.

5. The Operator's Minimum Specifications for Pressure Control

Exhibit "G" is a schematic diagram of the blowout preventer equipmenf. A
double gate 3000 psi BOPE will be used with a rotating head. This equipment
willbe tested to required pressures. All tests will be recorded in a Driller's Report
Book. Physical operation of BOP's will be checked on each trip.

6. The Type and Characteristics of the Proposed Circulatinq Muds

0-400 11" hole Drillwith air, will mud-up if necessary.

400-TD 7 7/8" hole Drillwith air, will mud-up if necessary.
400 psi @1400-1600 cfm

7. The Testinq, Logging and Coring Programs are as followed

400-TD Gamma Ray, Neutron Porosity, CBL

Any Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures have been noted or reported in wells
drilled in the area nor at the depths anticipated in thiswell. Bottom hole pressure
expected is about 1256 psi max., however due to offset production pressures
may be much lower. No hydrogen sulfide or other hazardous gases or fluids
have been found, reported or are known to exist at these depths in the area.
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8. Anticipated Startinq Date and Duration of the Operations.

The well will be drilled around September 15, 2008

Verbal and/or written notifications listed below shall be submitted in accordance
with instructions from the Division of Oil, Gas & Mining:

(a) prior to beginning construction;

(b) prior to spudding;

(c) prior to running any casing or BOP tests;

(d) prior to plugging the well, for verbal plugging instructions.

Spills, blowouts, fires, leaks, accidents or other unusual occurrences shall be
reported to the Division of Oil, Gas & Mining immediately.



CONOCOPHILLIPSCOMPANY
WELLSITELAYOUT(235' x 175')-I

ANCHOR(TYP.4 PL.)

75, 145' 90'

WELL
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O O
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SEPARATOR--~~~'

'
TRANSFORMER
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TYPICALROADCROSS-SECTION

CONOCOPHILLIPSCOMPANY

4" THICKLAYER
SAND& GR L

4 4

GAS& WATER
' 27' ' 3-PHASE

PIPELINES POWER
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DIVERTERHEAD

CONOCOPHILLIPSCOMPANY

ROTATING
HEAD

DOUBLE

HYDRAULIC
3000# I

BOP

SCREW-0N
FLANGE

8-5/8" 24#
SURFACECASING

EXHIBIT



NOCOPHILLIPSCOM Y

1 2" 5M FLANGEDCHOKE
2 2" 5MGATEVALVE(FLANGED)
3 2" 5M STUDDEDCROSS
4 2" 5M GATEVALVE(FLANGED)
5 2" 5M FLANGEDCHOKE
6 2" 5M GATEVALVE(FLANGED)
7 2" LINE
8 2" 5M GATEVALVE(FLANGED)
9 3000# GAUGE

NOTE:
NUMBER8 GATEVALVESlTSONTOPOF MANIFOLDBETWEENSTUDDEDCROSSAND3000# GAUGE.

o
2" LINE

2" LINE 2" LINE
O /

O O

2" LINE

TO BOP
ANDA NEW2" BALLVALVE

FULLOPEN5000 PSI

MANIFOLD
EXHIBIT
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STATE OF UTAH .

FORM4A

DEPARTMENTOF NATURALRESOURCES

Sond No. 6196922 DIV1SIONOF OIL,GAS ANDMlNING

SURETYBOND

KNOWALL MENBYTHESE PRESENTS:

That we (operator name) CONOCOPHILLIPS COMPANY as Principal,

and

(surety name) SAFECO INSURANCE COMPANYOF AMERICA as Surety, duty authorized

and qualifiedto do business in the State of Utah, are held and firmly bound unto the State of Utah in the sum of'

EIGHTY TßOUSANDAND av(r.uuaan-au•u.au-a-un - uuu<a4y 80,000.00 )
lawful money of the United :States, payable to the Directorof the Division of Oil, Gas and Mining,as agent of the State of Utah, for the use and

benefitof theState of Utah for the faithfulpayment ofwhich we bind ourselves, our heirs, executora, administratom and successors, jointlyand

severally by these presents.

THE CONDITIONOF THISOB1JGATIONIS SUCH THAT,WHEREAS the Principal is or wiRbe engaged in the drilling,redrilling, deepening,

repairing, operating, and plugging and abandonment of a wel or wens¾tbo mensitaar sites in the State of Utah for the purposes of -

ifogãspiödüöti6iiãndToiTiëinjection and disposal of fluids in connection therewith for the foNowing descnbed land or well:

I Blanket Bond· To cover a11wells driHedin the State of Utah

individual Bond: Well No:

Section: Township: Range:

County• , Utah

NOW, THEREFORE, ifthe above bounden Principal shai complywithai theprovisions of the laws of the State of Utah and the tules, orders and

requhements of the Board of Oli, Gas and Mining of the State of Utah, including, but not limited to the proper plugging and abandonment of wells

and wel site restoration, then this obigation is void; otherwise, the same shan be and remain in fuKfon:e and effect

IN TEST1MOMY WHEREOF, said Principal has hereunto subscribed Its name and has caused thisInstrumentto be signed by its duly authorized

officers and its corpomte or notary seal to be affixedthis

day of $<..6- , 20 .

(Corggior Notary Sesi here)

INTESTIMONYWHEREOF, said Surety has caused this instrument to be s gned by its duly authorized of cers and its corporate or notary seal

to be affixedthis

18T day of JANUARY , 20 03 .

Surety Company (Atiach Power of Attomey)

(Corporate or Notary Seal here) By
Na Title

Signature

Date* 12/20 /2 102 Surety MallingAddress

C N EWL lEEIÆR

MY CONMISSION EXPIRES: NOVEMBER1, 2006 City State Zip
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SURFACE USE PLAN

Attached to Form 3
ConocoPhillips Company
Utah 1-1131X
2105.89 FNL & 805.80 FEL
SENE of 1-15S-9E
Carbon County, Utah

1. Existing Roads
a. We do not plan to change, alter or improve upon any existing state or county

roads.
b. Existing roads will be maintained in the same or better condition. See Exhibit

"B".

2. Planned Access
Approximately 1000' of new access is required. (Refer to Drawing L-1)

a. Maximum Width: 24' travelsurface with 27' base

b. Maximum grade: _7%

c. Turnouts: None

d. Drainage design: 3 culverts may be required. Water will be diverted around
well pad as necessary.

e. If the well is productive, the road will be surfaced and maintained as
necessary to prevent soil erosion and accommodate year-round traffic.

f. Pipe and power lines will follow the proposed access road.

3. Location of Existing Wells

a. Refer to Drawing L-1.

4. Location of Existing andlor Proposed Facilities

a. If the well is a producer, installation of production facilities will be as shown on
Exhibit "H". Buried powerlines run along access on the east and north,
gathering lines on the south or west.

b. Rehabilitation of all pad areas not used for production facilities willbe made in
accordance with landowner stipulations.
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5. Location and Type of Water Supply

a. Water to be used for drilling willbe purchased from the Price River Water
Improvement District (a local source of municipal water) (tel.435-637-6350).

b. Water will be transported by truckover approved access roads.

c. No water well is to be drilled for this location.

6. Source of Construction Materials

a. Any necessary construction materials needed will be obtained locally and
hauled to the location on existing roads.

b. No construction or surfacing materials will be taken from Federal/Indian land.

7. Methods for handling waste disposal

a. As the well will be air drilled, a small reserve pit will be constructed with a
minimum of one-half the total depth below the original ground surface on the
lowest point within the pit. The pit will not be lined unless conditions
encountered during construction warrant it or if deemed necessary by the
DOGM representative during the pre-site inspection. Three sides of the
reserve pit will be fenced within 24 hours after completion of construction and
the fourth side within 24 hours after drilling operation cease with woven wire
topped with barbed wire to a height of not less than four feet. The fence will
be kept in good repair while the pit is drying.

b. Following drilling, the liquid waste will be evaporated from the pit and the pit
back-filled and returned to natural grade. No liquid hydrocarbons will be
discharged to the reserve pit or location,

c. In the event fluids are produced, any oil will be retained in tankage until sold
and any water produced will be retained until its quality can be determined.
The quality and quantity of the water will determine the method of disposal.

c. Trash willbe contained in a portable metal container and will be hauled from
location periodically and disposed of at an approved disposal site. Chemical
toilets will be placed on location and sewage will be disposed of at an
appropriate disposal site.
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8. Ancillary Facilities

a. We anticipate no need for ancillary facilities with the exception of one trailerto
be located on the drill site.

9. Wellsite Layout

a. Available topsoilwill be removed from the location and stockpiled. Location of
mud tanks, reserve and berm pits, and soil stockpiles will be located as
shown on the attachments.

b. A blooie pit will be located 100' from the drill hole. A line will be placed on the
surface from the center hole to the pit. The pit will not be lined, but will be
fenced on four sides to protect livestock/wildlife.

c. Access to the well pad will be as shown on Drawing A-2 and L-1.

d. Natural runoff will be diverted around the well pad.

10. Plans for Restoration of Surface

a. All surface areas not required for producing operations will be graded to as
near original condition as possible and contoured to maintain possible
erosion to a minimum.

b. Available topsoil will be stockpiled and will be evenly distributed over the
disturbed areas and the area will be reseeded as prescribed by the
landowner.

c. Pits and any other area that would present a hazard to wildlife or livestock will
be fenced off when the rig is released and removed.

11. Surface Ownership:

a. The wellsite and access road will be constructed on lands owned by The
School and Institutional Trust Lands Administration. The operator shall
contact the landowner representative and the Division of Oil, Gas and Mining
48 hours prior to beginning construction activities
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12. Other Information:

a. The primary surface use is farming and grazing. The nearest dwelling is
approximately 11000 mile northeast.

b. Nearest live water is the Miller Creek located approximately 13000' south

c. If there is snow on the ground when construction begins, it will be removed
before the soil is disturbed and piled downhill from the topsoil stockpile
location.

d. The backslope and foreslope will be constructed no steeper than 4:l.

e. All equipment and vehicles will be confined to the access road and well pad.

f. A complete copy of the approved Application for Permit to Drill (APD)
including conditions and stipulations, shall be on the wellsite during
construction and drilling operations.

There will be no deviation from the proposed drilling and/or workover program without
prior approval from the Division of Oil, Gas & Mining.
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LEGEND
6825 South 5300 West
P.O. Box 851

Proposed Well Location: Price, Utah 84501
Other Proposed Well Locations: Phone: (435) 613-9777
Proposed Powerline: Fax: (435) 613-9782
Proposed Pipeline: .. -

Proposed Roads: .....

Lease Boundary: .. .. UTAH #1-1131X
Existing Wells: Section 1, T15S, R9E, S.L.B.&M.
Scale: 1" = 2000' September 29, 2008 Drawing L-1 3 of
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Operator Certification

13. Company Representative:
Mail Approved APD to:

Jean Semborski Donna Williams
Construction Supervisor Sr. Regulatory Specialist
ConocoPhillips Company ConocoPhillips Company
P.O. Box 851 P.O. Box 51810
6825 South 5300 West Midland, Texas 79710-1810
Price, Utah 84501
435-613-9777 432-688-6943
435-820-9807

Excavation Contractor:
Larry Jensen, Vice President
Nelco Contractors Inc.
435-637-3495
435-636-5268

CERTIFICATION:

I hereby certify that I, or persons under my direct supervision, have inspected the proposed
drillsite and access route; that I am familiar with the conditions which presently exist; that the
statements m n this APD package are, to the best of my knowledge, true and correct;
and, that t wor associated with the operations proposed herein will be performed by
ConocoPhil ips Co pany and its contractors and subcontractors in conformitywith this plan
and th ter s and onditions under which it is approved. I

Donna Wims
Sr. Regulatory



STATE OF UTAH ENDED EPORT FORM 8
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML39865
6. IF INDIAN,ALLOTTEEOR TRIBE NAMEWELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A

1a. TYPE OF WELL: OIL GAS DRY OTHER 7. UNlTor CA AGREEMENT NAME
WELL WELL

OfUnkards Wash
b. TYPE OF WORK: 8. WELLNAME and NUMBER:

NEWL HOR Z EP-
N RY

RDEFSFŸR.
OTHER Utah 1-1131

2.NAMEOFOPERATOR: 9.APINUMBER:
ConocoPhillips CompanV 4300731203

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT
P.O. Box 51810 CITY Midland STATE TX ZIP 79710 (432) 688-6943 Drunkards Wash

4. LOCATIONOF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,
MERIDIANATSURFACE: 2102 FNL &808 FEL

SENE 1 15S 9E
AT TOP PRODUCING 1NTERVALREPORTED BELOW: Same as above -

12. COUNTY 13. STATEAT TOTAL DEPTH: Same as above Carbon UTAH
14. DATE SPUDDED: 15. DATET.D. REACHED: 16 DATE COMPLETED: 17 ELEVATIONS(DF, RKB, RT, GL):

9/5/2008 9/25/2008 9/29/2008 ABANDONED READYTO PRODUCE 5735 GL
18. TOTAL DEPTH: MD 4 K 19. PLUG BACKT.D.: MD 394 20. IF MULTlPLECOMPLETlONS, HOW MANY7* 21 DEPTH BRIDGE MD

PLUG SET:
TVD TVD TVD

22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copy of each) 23.

Not Logged WAS WELL CORED? NO YES (Submit analysis)
WAS DST RUN? NO YES (Submit report)

DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#lft) TOP (MD) BOTTOM (MD) STAGEDCEMHENTER CNEMENFSACKES
VOL

MRE
BL) CEMENT TOP ** AMOUNTPULLED

20" 13 3/8 0 36 RM 8 Surface
11" 8 5/8" 24# 0 394 185 Surface

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SlZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

N/A
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot -MD) SIZE NO. HOLES PERFORATION STATUS

(A) N/A Open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

N/A

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTlONALSURVEY Plugged
SUNDRY NOTICE FOR PLUGG1NGANDCEMENT VERIFICATION CORE ANALYSlS OTHER:

(5/2000) (CONTINUED ON BACK)

DIV.0F0\L,GAS&

dmb
Note
RIG SKIDThis report refers to the original file.4300731203Utah 1-1131
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31. INITIALPRODUCTION INTERVALA (As shown in Item #26)

DATE FIR T PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OlL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCT1ON OlL - BBL: GAS - MCF: WATER - BBL: PROD, METHOD:
RATES: ->

CHOKE SIZE: TBG. PRESS. CSG, PRESS. API GRAVlTY BTU-GAS GASIOIL RATIO 24 HR PRODUCT]ON OIL- BBL: GAS- MCF: WATER - BBL: 1NTERVALSTATUS:
RATES: ->

INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SlZE: BG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GASIOIL RATlO 24 HR PRODUCTION 01L - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: ->

INTERVALD (As shown in item #26)

DATE FlRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTlON OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: ->

CHOKE S1ZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU - GAS ASIOIL RAT10 24 HR PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF POROUS ZONES (include Aquifers): 34. FORMATION(Log) MARKERS:

Show allimportant zones of porosity and contents thereof: Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, timetoolopen, flowing and shut-in pressures and recoveries.

Formation Deschptions, Contents, etc. Name (Measu
edpDepth)

N/A

35. ADDITIONAL REMARKS (Include plugging procedure)

Surface casing would not test properly. Decision made to plug and abandon this hole and skid rig.

36. I hereby certify that the foregoing a a hed Information is complete and cormet as determined from all available records.

NAME(PLEASE PRINT) Onn William TlTLE Sr. Regulaory Specialist

SIGNATURE / ¿ N DATE 10/1/2008

This report must be submitted within 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
• drillinghorizontal laterals from an existing well bore e significantly deepeningan existing well bore below theprevious bottom-hole depth
• recompleting to a different producing formation • drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from twoor more formations.

** ITEM24: Cement Top -Show how reported top(s)ofcement were determined (circulated (CIR),calculated (CAL),cement bond log (CBL),temperaturesurvey (TS)).

Send to: Utah Division of Oil, Gas and Mining . Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fa×: 801-359-3940
Salt Lake City, Utah 84114-5801



9R32KSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 10/02/2008 API NO. ASSIGNED: 43-007-31464

WELL NAME: UTAH 1-1131X(RIGSKID)

OPERATOR: CONOCOPHILLÏPS COMPANY ( N2335 ) PHONË NUMBER: 432-688-6943

CONTACT: DONNA WILLIAMS

PROPOSED LOCATION: ÎNSPËCT LOCATN BY: / /

SËNE 01 150S 090E Tech Review Initials Date
SURFACE: 2105 FNL 0805 FEL

BOTTOM: 2105 FNL 0805 FEL Engineering

COUNTY: CARBON I Geology
LATITUDE: 39.55113 LONGITUD .

UTM SURF EASTINGS:512409 NORTHINGS: 4377740 Surface

FIELD NAME: DRUNKARDS WASH ( 48 )

LEASË TYPE.: 3 - State

LEASE NUMBER: ML 39865 PROPOSED FORMATION: FRSD

SURFACE OWNER: 3 - State COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

,/'
Plat R649-2-3.

v/ Bond: Fed[] Ind[] Sta[] Fee[]
Unit: DRUNKARDS WASH

(No. 6196922 )
i Potash (Y/N) R649-3-2. General

Af Oil Shale 190-5 (B) or 190-3 or 190-13 Siting: 460 From Qtr/Qtr & 920' Between Wells

v Water Permit R649-3-3. Exception
(No.MUNICIPAL )

Drilling Unit
pA RDCC Review (Y/N)

(Date• )
Board Cause No: jgg)
Ëff Date:

,(f

Fee Surf Agreement (Y/N) Siting: ŸÚ{j' IL Ano-T

Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: LL,.. (X>¢,3t WONK COAL- PC
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stateÊUtah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
ExecutiveDirector

JON M. HUNTSMAN, JR
ÛÍVision of Oil Gas and Mining

Governor JOHN R. BAZA
Division Director

GARY R. HERBERT
Lieutenant Governor

October 9, 2008

ConocoPhillips Company
PO Box 51810
Midland, TX 79710

Re: Utah 1-1131X Well, 2105' FNL, 805' FEL, SE NE, Sec. 1, T. 15 South, R. 9 East,
Carbon County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-007-31464.

y

Gil Hunt
Associate Director

pab
Enclosures

cc: Carbon County Assessor
SITLA
Bureau of Land Management, Price Field Office

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • wwwogm.utah.gov OIL, GAS &



O O
Operator: ConocoPhillips Company
Well Name & Number Utah 1-1131X

API Number; 43-007-31464
Lease: ML 39865

Location: SE NE Sec._1_ T. 15 South R. 9 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
action during drilling of this well:

• 24 hours prior to cementing or testing casing - contact Dan Jarvis
• 24 hours prior to testing blowout prevention equipment - contact Dan Jarvis
• 24 hours prior to spudding the well - contact Carol Daniels
• Within 24 hours of any emergency changes made to the approved drilling

program - contact Dustin Doucet
• Prior to commencing operations to plug and abandon the well- contact Dan

Jarvis

The operator is required to get approval from the Division of Oil, Gas and Mining before
performing any of the following actions during the drilling of this well:

• Plugging and abandonment or significant plug back of this well - contact Dustin
Doucet

• Any changes to the approved drilling plan - contact Dustin Doucet

The following are Division of Oil, Gas and Mining contacts and their telephone numbers
(please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at: (801) 538-5338 office (801) 942-0871 home
• Carol Daniels at: (801) 538-5284 office
• Dustin Doucet at: (801) 538-5281 office (801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational



O O
Page 2
43-007-31464
October 9, 2008

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. All conditions of approval for the Utah 1-1131 well will apply to the Utah 1-1131X



STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML 39865

SUNDRY NOTICES AND REPORTS ON WELLS. 6. IFINDIAN,ALLOTTEEORTRIBENAMF:

7. UNITor CA AGREEMENT NAME:Do notuse thisform for proposals to drill newwells, significantly deepen existing wellsbelow current bottom-hole depth, reenterplugged wells, ort° Drunkards Washdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform forsuch proposals.
1. TYPE OF WELL

OIL WELL GAS WELL OTHER 8 LhL ME a3ndNUMBER:

2. NAMEOF OPERATOR: 9. API NUMBER:
ConocoPhillips Company 4300731464

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
P.O. Box 51810 ciTy Midland STATE TX 79710 (432) 688-6943 Drunkards Wash

4. LOCATlON OF WELL

FOOTAGESATSURFACE: 2105.89 FNL & 805.80 FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MER1DIAN SENE 1 15S 9E STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONNOTICE OF INTENT
(Submit in Duplicate) ALTER CASING. FRACTURE TREAT SIDETRACKTO REPA]R WELL

Approximate date work willstart: CASlNG REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATER DISPOSAL(Submit Original Form Only)
CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF

Date of workcompletion:
COMMINGLEPRODUC1NGFORMATIONS RECLAMATIONOF WELL SITE OTHER: Spud10/2/2008
CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12- DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above spud (13 3/8" conductor @36.6') on October 2, 2008. Cemented with 3 yards 6 sxs cement

NAME(PLEASEP NT) D nna illiams TITLE Sr. Regulatory Specialist

10/10/2008SIGNATURE () DATE

(ThisspaceforStateuseonly) RECEIVED
0011 4 2003

(5/2000) (See Instructions on Reverse Side) DN.0FOlL,GAS&



STATEOFUTAH FORM6
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITYACTION FORM

Operator: ConocoPhillips Company Operator Account Number: N 2335

Address: P.O. Box 51810

city Midland

state IX zip 79710 Phone Number: (432) 688-6943

Well 1

API Number Well Name QQ Sec Twp Rng County
4300731445 Christiansen 17-2000 SWSW 17 14S 9E Carbon
Action Code Current Entity New Entity Spud Dale En ity Assignment

B

Number N11rnb6er

10/2/2008

ffective D

Comments:

Well 2

API Number Well Name QQ Sec Twp Rng County
4300731464 Utah 1-1131X SENE 1 15S 9E Carbon
Action Code Current Entity New Entity Spud Date Entity Assignment

B

Number N11mber

10/2/2008
Comments:

Well 3

API Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Soud Da e En ity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Donn illiam
B - Add newwell to existingentity (groupor unitwell) N me ( lease Pri t)
C - Re-assign well from one existing entity to another existing entity fr < A
D - Re-assign well from one existing entity to a gw entity Signature

¯

E - Other (Explain in 'comments' section) NECEIVED Sr. Regulatory Specialist 10/10/2008
Title Date

ooo,
OCT1 4 2008

DIVOFOIL,GAS&
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STATE OF UTAH FORM 9

DEPARTMENT OF NATURAL RESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATIONANDSERlAL NUMBER:

ML 39865

SUNDRY NOTICES AND REPORTS ON WELLS
6 FINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use thisform for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° Drunkards Washdrillhorizontal laterals. Use APPLlCATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:OIL WELL GAS WELL OTHER Utah 1-1131X
2.NAMEOFOPERATOR: 9.AP1NUMBER:

ConocoPhillips Company 4300731464
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
P.O. Box 51810 CTY Midland STATE TX 7,,79710 (432) 688-6943 Drunkards Wash

4. LOCATlONOF WELL

FOOTAGESATSURFACE: 2105.89 FNL & 805.80 FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SENE 1 15S 9E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDiZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVlOUS PLANS OPERATOR CHANGE TUBlNG REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMM1NGLEPRODUCING FORMATIONS RECBMAT10N OF WELL SITE OTHER: Drillinq Status
10/3/2008 O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

10/3/2008-10/10/2008: Drilled surface hole to TD of 413' KB. Ran 8 5/8" casing and set at 398' KB. Cemented w/185 sxs and
circulated to surface. Drilled 7 7/8" production hole to TD of 2782' KB and logged. Ran 5 1/2" 17# casing and set at 2666.6' with
DVTat 1680' KB. Pump 1st stage of 30 sxs litecrete and tailw160 sxs 50/50 Poz. Pump 115 sxs litecrete lead and tailwl115
sxs Poz 50/50. Released rig. Well is waiting on completion operation.

NAME(PLEASEPRINT D nna Willi ms TITLE Sr. Regulatory Specialist

10/20/2008SIGNATURE ( ÿ 4 / DATE

(ThisspaceforStateuseonly) RECElVED

OCT23 2008

(5/2000) (SeelnstructionsonReverseSide)
DN.0FOIL,GAS&



O
STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML 39865

SUNDRY NOTICES AND REPORTS ON WELLS
6. WINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use thisform for proposals to drillnewwells, significantly deepen existing wells below currentbottom-hole depth, reenter plugged wells, or t° Drunkards Washdril1horizontal laterais. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER Utah 1-1131X

2.NAMEOFOPERATOR: 9.APINUMBER:

ConocoPhillips Company 4300731464
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

P.O. Box 51810 GTY Midland STATE TX 79710 (423) 688-6943 Drunkards Wash
4. LOCATION OF WELL

FOOTAGESATSURFACE: 2105 89 FNL & 805.80 FEL COUNTY: Carbon

QTRIQTR, SECTION, TOWNSHlP, RANGE, MERIDIAN: SENE 1 15S 9E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMAT]ON
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPA1RWELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: First Sales
1/5/2009

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above well had first sales on January 5, 2009. The well is making 10 mcfd and 53 bbls water.

NAME (PLEASE PR NT) onna Wi liams TITLE Sr. Regulatory Specialist

S1GNATURE / 4 DATE 1/6/2009

(ThisspaceforStateuseonly) RECEIVED
JAN11 2009

(5/2000) (See Instructions on Reverse Side) DIV.0FOIL,GAS&



STATE OF UTAH AMENDED REPORi FORM 8
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISIONOF OIL, GAS AND MINING 5 LEASEDESIGNATroNANDSERIALNUMBER

ML 39865
6. IF INDIAN,ALLOTTEEOR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
la TYPE OF WELL: O

LL O EL DRY O OTHER
7 UNITUorCA AGdsEEMENTNAME

b TYPE OF WORK: 8 WELL NAMEand NUMBER.

ZL
TRSZ EP-

RY
FSFW.

OTHER Utah 1-1131X
2. NAMEOF OPERATOR: 9. API NUMBER:

ConocoPhililps Company 4300731464
3 ADDRESSOF OPERATOR: PHONE NUMBER. 10 FIELD AND POOL, OR WILDCAT

P.O. Box 51810 clTY Midland STATE Tx zie 79710 (432) 688-6943 Drunkards Wash
4 LOCATIONOF WELL (FOOTAGES) 11. QTR TR, SECTION, TOWNSHIP, RANGE,

MERIDIAN
ATSURFACE: 2105.89 FNL &805.80 FEL SENE 1 15S 9E
AT TOP PRODUCING INTERVALREPORTED BELOW:

12. COUNTY 13. STATE
AT TOTAL DEPTH: Car bon UTAH

14. DATE SPUDDED: 15 DATE T.D. REACHED: 16. DATE COMPLETED: 17 ELEVATIONS(DF, RKB, RT, GL)

10/2/2008 10/8/2008 2/27/2009 ABANDONED READYTO PRODUCE 2 5735.2' GL
18. TOTAL DEPTH MD 2,782 19. PLUG BACKT.D.: MD 2,360 20 IF MULTIPLECOMPLETIONS, HOW MANY?" 21 DEFTH BRIDGE MD 2,410

PLUG SET:
TVD TvD TVD

22 TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copyof each) 23

Attached '· 694 CCL> Pf 0 Le SS(2 ; Ÿ>ikP; Cr WASWELLCORED? NO YES (Submitandyms)

WAS DST RUNT NO YES (Submit report)
DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND UNER RECORD (Report all strings set in well)

HOLE SiZE SIZEIGRADE WEIGHT (#tfL} TOP (MD) BOTTOM(MD) STAGE ËMËNTER CEMENT TY &
VO

MRE
BL} CEMENT TOP " AMOUNTPULLED

11 8 5/8 J55 24 0 398 185 Surface
7 7/8 5 1/2 M80 17 0 2,667 420 Surface

26. TUBING RECORD

SJZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD} SIZE DEPTMSET (MD) PACKER SET (MD)

2 3/8 2,161
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) SOTTOM (TVD) INTERVAL(Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) Ferron FRSO 1,998 2,060 2,527 2,578 1 spf open se-d

(B) 1,998 2,060 1 spf OPen so-o

28. ACID, FRACTURE, TREATMENT,CEMENT SQUEEZE, ETC.

DEFTH INTERVAL AMOUNTANDTYPE OF MATERIAL

1998-2060 A w/1000 gis 15% HCI
2527-2578 F w/1672 bbls slickwater + 39641# 16/30 white sand. Set CIBP @2410 w/50' cmt on top.

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICALIMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY Prod ucing
SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

sacoa) (CONTINUED ON



31. INITIAL PRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD METHOD:

1/5/2009 1/5/2009 24 RATES: -* O 10 53 Flowing
CHOKE SIZE: TBG. PRESS. CSG. PRESS API GRAVITY BTU- GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

RATES: * O 10 53 Producing
INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD METHOD:
RATES: -*

CHOKESIZE: BG.PRESS CSG.PRESS PIGRAVITY BTU-GAS GASIOILRATIO 24HRPRODUCTION OIL-BBL: GAS-MCF: WATER-BBL: FNTERVALSTATUS:
RATES: -Þ

INTERVALC (As shown in Itam #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED TEST PRODUCTION OIL - BBL GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE TBG PRESS CSG PRESS PI GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

INTERVALD (As shown in item #28)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: TBG PRESS. CSG PRESS PI GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -Þ

32. DISPOSITION OF GAS (Sold, Used for Fuel, Venied. Etc.)

Sold
33. SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION(Log) MARKERS:

Show all important zones ofporosity and contentsthereof:Cored intervals and alldrill-stem tests, including depth interval
tested, cushionused, timetoolopen,flowing and shutun pressures and recoveries.

Formation o Bo m Descriptions. Contents, etc. Name (MeasumdpDepth)

T/Bluegate 1,766
TIFerron 1,929
T/Coal 1,942
B/Coal 2,060
T/Tunuck 2,160

36. ADDIT10NAL REMARKS (Include plugging procedure)

Tested the Dakota formation during completion. Non productive. Set CIBP@2410' w/50' cmt and moved up hole to the Ferron.

I

36. I hereby certify that the to egoing an attached Information Is complete and correct as determined from all availablerecords.

NAME(PLEASEPRI T nna Wiliams TITLE Sr. Regulatory Specialist

SIGNATURE - I 4 A - DATE 3/30/2009
I

This reportmust be submittedwithin 30 days of
e completing or plugging a newwell e reentering a previouslyplugged and abandoned well
• drilling horlzontal laterals from an existing well bore e significantly deepening an existingwell bore below the previous bottom-hole depth
• recompleting to a different producing formation • drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completionsif production is measured separately from twoor more formations.

** ITEM24: Cement Top -Show how reportedtop(s)ofcementwere determined (circulated(CIR), calculated (CAL),cementbond log (CBL),temperaturesurvey(TS)).

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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